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Fuel Tanks 

STANDARD FEATURES: 
Heavy gauge steel lap joint construction 
6 1/2" square removable inspection plate 
1 1/2" NPT Fuel level gauge 
2" manual fill cap 
Interior ‐ Epoxy coated 
Exterior ‐gray enamel 
1 1/4" NPT normal vent connection 
Emergency Vent ‐ size specified by UL‐142 
4 ‐ 1" NPT connections; fuel outlet, fuel return, alternatefuel return, and overflow 
3/8" NPT tank drain connection 

Model No.  Tank Capacities Tank Sizes (W x D x H) 
   Liters  Gallons  Millimeters  Inches 
         W  D  H  W  D  H 
PDEDT‐38  38  10  610  305  356  24  12  14 
PDEDT‐57  57  15  610  305  445  24  12  17.5 
PDEDT‐95  95  25  610  305  635  24  12  25 
PDEDT‐189  189  50  610  457  864  24  18  34 
PDEDT‐228  228  60  610  457  991  24  18  39 
PDEDT‐284  284  75  610  457  1194  24  18  47 
PDEDT‐379  379  100  610  610  1194  24  24  47 
PDEDT‐570  570  150  610  914  1194  24  36  47 
PDEDT‐760  760  200  610  1219  1308  24  48  51.5 
PDEDT‐1041  1041  275  610  1524  1308  24  60  51.5 
PDEDT‐1137  1137  300  610  1651  1308  24  65  51.5 
PDEDT‐1235  1235  325  711  1524  1308  28  60  51.5 
PDEDT‐1330  1330  350  610  1905  1308  24  75  51.5 
PDEDT‐1520  1520  400  914  1448  1308  36  57  51.5 
PDEDT‐1710  1710  450  914  1651  1308  36  65  51.5 
PDEDT‐1900  1900  500  914  1829  1308  36  72  51.5 
PDEDT‐2090  2090  550  914  2007  1308  36  79  51.5 
PDEDT‐2280  2280  600  914  2184  1308  36  86  51.5 
PDEDT‐2660  2660  700  1219  1930  1308  48  76  51.5 
PDEDT‐3040  3040  800  1219  2184  1308  48  86  51.5 
PDEDT‐3420  3420  900  1219  2464  1308  48  97  51.5 
PDEDT‐3800  3800  1000  1219  2743  1308  48  108  51.5 

 


